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SPMUD GENERAL NOTES

A. SOUTH PLACER MUNICIPAL UTILITY DISTRICT - SEWER NOTES

1.

ALL SANITARY SEWER CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH THE SOUTH
PLACER MUNICIPAL UTILITY DISTRICT STANDARD SPECIFICATIONS AND IMPROVEMENT STANDARDS
FOR SANITARY SEWERS, LATEST EDITION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
OBTAINING ALL INFORMATION, DRAWINGS AND REQUIREMENTS FROM SPMUD NECESSARY TO
COMPLETE THE WORK SHOWN ON THESE PLANS.

THE CONTRACTOR SHALL NOTIFY SPMUD PRIOR TO THE START OF SEWER CONSTRUCTION, AND TO
ARRANGE FOR A PRE-CONSTRUCTION MEETING. (916)-786-8555.

ANY WATER OR DEBRIS ENTERING THE SEWERS TO BE CONSTRUCTED UNDER THESE PLANS SHALL
NOT BE DISCHARGED TO THE EXISTING SEWER SYSTEM. PLUGS OF THE MECHANICAL TYPE, OR AS
APPROVED BY SPMUD, SHALL BE INSTALLED IN THE MANHOLES AT THE POINTS OF CONNECTION TO
THE EXISTING SYSTEM, AND SHALL BE REMOVED ONLY AT THE DIRECTION OF SPMUD. INFLATABLE
DEVICES ARE NOT PERMISSIBLE.

SEWER MANHOLES SHALL BE VACUUM TESTED FOR LEAKAGE PER SPMUD REQUIREMENTS.

THE CONTRACTOR SHALL NOTIFY SPMUD PRIOR TO SCHEDULED AIR TEST, T.V. INSPECTION, AND i i

BALL AND FLUSH. (916)-786-8555.

CONFINED SPACE ENTRY (SPMUD SEWER MANHOLES): IT IS THE CONTRACTOR'S RESPONSIBILITY AS
HOST EMPLOYER TO HAVE A CONFINED SPACE ENTRY PROGRAM IN COMPLIANCE WITH THE
REQUIREMENTS OF SECTIONS 5156-5159, OF TITLE 8, GENERAL INDUSTRIAL SAFETY ORDERS,

CALIFORNIA CODE OF REGULATIONS. SPMUD'S EXISTING MANHOLES ARE "PERMIT REQUIRED"
CONFINED SPACES. THE CONTRACTOR SHALL SUBMIT TO SPMUD THEIR WRITTEN SAFETY PROGRAM
(lIPP), SPECIFIC POLICIES FOR CONFINED SPACE ENTRY, AND CONFINED SPACE TRAINING
DOCUMENTION FOR REVIEW PRIOR TO THE START OF WORK.

. SOUTH PLACER MUNICIPAL UTILITY DISTRICT - BY-PASS OPERATIONS NOTES

THIS PROJECT WILL NECESSITATE THE BYPASS OF LIVE SEWER LINES. CONTRACTOR SHALL SUBMIT
A DETAILED BY-PASS PLAN SEVEN (7) DAYS PRIOR TO CONSTRUCTION TO THE OWNER AND
ENGINEER FOR APPROVAL. CONTRACTOR SHALL MAKE PROVISIONS TO ENSURE UNINTERRUPTED
SERVICE IN SUCH A FASHION, THAT NO SEWER SHALL SPILL OVER.

SPMUD HAS DETERMINED THAT THE BY-PASS OPERATIONS SHALL BE CAPABLE OF 413 GPM PDWF,
1099 GPM PWWF FLOW RATE.

SEWAGE MUST BE RETURNED TO THE PIPE AT THE END OF EACH DAY. 24 HRS/7 DAYS BY-PASS
OPERATION WILL NOT BE APPROVED.

A SSMH CAN BE USED AS A WET WELL IF APPROVED BY SPMUD. IT IS AN OPTION THAT THE SUCTION

HOSE(S) BE COUPLED TO A FLOW-THROUGH PLUG THAT IS INSERTED INTO THE UPSTREAM PIPE
COMING INTO THE SSMH

REDUNDANCY - TWO PUMPS, EACH WITH THE CAPABILITY OF HANDLING THE FLOWS, ARE REQUIRED.
BY-PASS OPERATIONS SHALL BE DESIGNED IN SUCH A MANNER THAT THE SECONDARY PUMP CAN
IMMEDIATELY TAKE THE FLOWS OF THE PRIMARY PUMP IN THE EVENT OF A FAILURE - UNTIL THE
PRIMARY PUMP FAILURE IS RESOLVED. THE DISCHARGE AND SUCTION PIPE/HOSE SHALL BE
CONNECTED TO THE PUMPS SUCH A MANNER THAT NO SEWAGE IS SPILLED DURING THE
TRANSITION FROM THE PRIMARY PUMP TO THE SECONDARY PUMP.

THE ENTIRE BY-PASS SYSTEM SHALL BE TESTED DAILY WITH FRESH WATER FOR LEAKAGE, IN THE
PRESENCE OF SPMUD INSPECTOR. ANY AND ALL LEAKS SHALL BE CORRECTED PRIOR TO STARTUP
OF THE BY-PASS OPERATIONS.

BY-PASS OPERATIONS SHALL ACCOMMODATE TRAFFIC FROM THE PUBLIC STREETS AND PRIVATE
PROPERTY SUCH AS DRIVEWAY ACCESS AND MUST COMPLY WITH THE LOCAL GOVERNING AGENCY
REQUIREMENTS.

CONTRACTOR'S BY-PASS PLAN MUST COMPLY WITH ABOVE MINIMUM REQUIREMENTS AND INCLUDE
A SIMPLE DETAIL DRAWING SHOWING THE SETUP, PUMP CURVE(S), SIZE/TYPE OF THE HOSES/PIPING
AND A NARRATIVE DESCRIBING THE BY-PASS OPERATIONS.

C. PLACER COUNTY GENERAL NOTES

1.

CONTRACTOR SHALL COMPLY WITH ALL REQUIREMENTS OF COUNTY OF PLACER ENCROACHMENT
PERMIT.

SUBMIT A TRAFFIC CONTROL PLAN FOURTEEN (14) DAYS PRIOR TO START OF CONSTRUCTION FOR

REVIEW AND APPROVAL TO SPMUD, PLACER COUNTY DPW AND ENGINEER. THE TRAFFIC CONTROL

PLAN SHALL INCLUDE DETAILS ABOUT HAUL ROUTES FOR MATERIALS AND EQUIPMENT. ALL TRAVEL
LANES MUST BE AVAILABLE WHEN CONSTRUCTION IS NOT ACTIVELY PROCEEDING.

MAINTAIN A MINIMUM OF 50 FEET SETBACK FROM ANY EXISTING WELLS LOCATED ON PARCELS
ALONG THE ALIGNMENT.

D. SPMUD - ENVIRONMENTAL NOTES

1.

IF, DURING CONSTRUCTION, CULTURAL MATERIALS ARE DISCOVERED, INCLUDING BUT NOT LIMITED
TO PREHISTORIC ARTIFACTS SUCH AS FLAKED STONE, GROUNDSTONE, DIETARY FAUNAL BONE OR
SHELL, AND/OR BONE OR SHELL TOOLS OR ORNAMENTS SUCH AS AWLS OR BEADS; HISTORICAL
ARTIFICATS SUCH AS GLASS, CERAMICS, CANS, OTHER METAL, WOOD, BRICKS, AND/OR
STRUCTURAL REMAINS, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE SOUTH PLACER
MUNICIPAL UTILITY DISTRICT AND PROJECT ARCHAEOLOGIST. IF, DURING CONSTRUCTION, HUMAN
REMAINS ARE UNCOVERED THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE SOUTH PLACER
MUNICIPAL UTILITY DISTRICT, PROJECT ARCHAEOLOGIST, AND CITY OF ROCKLIN. ALL
SOIL-DISTURBING WORK SHALL BE HALTED WITHIN 100 FEET OF THE DISCOVERY, AT WHICH POINT,
THE PROJECT ARCHAEOLOGIST SHALL IMPLEMENT THE HISTORIC PROPERTIES TREATMENT PLAN
(HPTP) WHICH HAS BEEN DEVELOPED BY SOUTH PLACER MUNICIPAL UTILITY DISTRICT FOR THIS
SPECIFIC PROJECT.

CITY OF ROCKLIN GENERAL NOTES

CITY OF ROCKLIN - GENERAL NOTES

. CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR CONSTRUCTION OF THIS PROJECT,
INCLUDING SAFETY OF ALL PERSONS AND PROPERTY. THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND
NOT BE LIMITED TO NORMAL WORKING HOURS. THE CONTRACTOR SHALL DEFEND, INDEMNIFY AND HOLD THE

CITY, OWNER AND THE ENGINEER HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED IN CONNECTION
WITH THE PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE
NEGLIGENCE OF THE CITY, OWNER OR ENGINEER.

2. ALL MATERIALS, METHODS, AND WORKMANSHIP SHALL CONFORM TO THE SPECIFICATION OF THE AGENCIES
INVOLVED AND ALL WORK IS SUBJECT THE APPROVAL OF THEIR DIRECTOR OR AUTHORIZED REPRESENTATIVE.

6. THE CONTRACTOR SHALL NOTIFY THE CITY OF ROCKLIN PUBLIC SERVICES INSPECTORS MON.-FRI. 8:00 A.M. TO
4:00 P.M. AT (916) 625-5500 FOR A PRE-CONSTRUCTION MEETING 48 HOURS IN ADVANCE OF STARTING ANY
CONSTRUCTION ACTIVITIES. PLACER COUNTY WATER AGENCY AND SPMUD REQUIRE AT LEAST 48-HOURS PRIOR
TO ANY CONSTRUCTION REQUESTS FOR INSPECTION OF PUBLIC FACILITIES. THEREFORE NOTICE SHALL BE
GIVEN 48-HOURS IN ADVANCE AND BE PERFORMED BY THE AGENCY'S DESIGNATED AGENT.

7. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY ENCROACHMENT PERMITS AND SHALL POSSESS APPROVED
PLANS PRIOR TO BEGINNING OF CONSTRUCTION. A SET OF SIGNED AND APPROVED PLANS ARE TO BE ON THE
JOB SITE AT ALL TIMES.

8. THE CONTRACTOR SHALL MAINTAIN THE EXISTING PUBLIC AND PRIVATE IMPROVEMENT WITHIN THE WORK AREA
AND SHALL ADEQUATELY BARRICADE THE PROJECT SITE TO KEEP THE GENERAL PUBLIC FROM THE SITE. ANY
IMPROVEMENTS DAMAGED DURING CONSTRUCTION SHALL BE REPLACED BY CONTRACTOR.

10. THE CONTRACTOR SHALL AT ALL TIMES COORDINATE WORK WITH THAT OF OTHERS ON THE SITE. THE
CONTRACTOR SHALL HAVE A RESPONSIBLE PARTY, WHO SHALL HAVE THE AUTHORITY TO REPRESENT AND ACT
FOR THE CONTRACTOR ON THE JOB SITE DURING ALL WORKING HOURS.

13. CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL EXISTING MONUMENTS AND/OR OTHER
SURVEY MONUMENTS AND SHALL NOTIFY CITY OF ROCKLIN DEPARTMENT OF PUBLIC SERVICES OF ANY
DAMAGED OR REMOVED CITY, STATE, OR BUREAU MONUMENTS. CONTRACTOR SHALL BE RESPONSIBLE TO
RESTORE ANY DAMAGED OR REMOVED MONUMENTS.

14. CONTRACTOR SHALL NOTIFY DEPARTMENT OF PUBLIC SERVICES UPON APPLICATION FOR PERMIT AND
PAYMENT OF REQUIRED FEE.

16. FLOODPLAIN BOUNDARIES SHALL BE CLEARLY DELINEATED IN THE FIELD WITH ORANGE ESA FENCING AND SIX
FOOT (6') STAKES TEN FEET (10') OC PRIOR TO CONSTRUCTION.

17. CONTRACTOR SHALL BE RESPONSIBLE FOR CONDUCTING HIS OPERATION ENTIRELY OUTSIDE OF ANY "NO
GRADING AREA." THESE AREAS SHALL BE CLEARLY DELINEATED IN THE FIELD PRIOR TO CONSTRUCTION.

18. WHEREVER WORK IS BEING DONE, IN AN OFFSITE EASEMENT THE CONTRACTOR SHALL NOTIFY THE PROPERTY
OWNER 48 HOURS PRIOR TO COMMENCING WORK.

STREETS
1) ALL UTILITY TRENCHING TO BE DONE AS PER TRENCH DETAILS.

2) THE CONTRACTOR SHALL COORDINATE WITH ALL OTHER WORK TO ASSURE THAT ALL UNDERGROUND
CONDUITS AND UTILITIES ARE INSTALLED PRIOR TO PAVING. ALL PIPE IN PAVED AREAS SHALL BE PLACED PRIOR
TO PLACING AGGREGATE BASE. NO CURB, GUTTER, SIDEWALK FOR AGGREGATE BASE SHALL BE PLACED UNTIL
ALL UNDERGROUND UTILITIES ARE INSTALLED, TESTED AND APPROVED BY THE AGENCY.

3) EXISTING A.C. SURFACE SHALL BE CUT TO A NEAT STRAIGHT LINE PARALLEL WITH THE STREET CENTERLINE

AND THE EXPOSED EDGE AND VERTICAL EDGE OF GUTTER LIP SHALL BE TACKED WITH EMULSION PRIOR TO

PAVING . THE CONTRACTOR SHALL PREVENT SAW CUT MATERIAL FROM ENTERING DRAINAGE STRUCTURES,

WATERWAYS, DRAINAGE SWALES, ETC. MATERIAL SHALL BE GRADED, RE-COMPACTED, AND RESEALED PRIOR

TO PAVING. ANY CONCRETE, A.C., TREES, FENCES, AND/OR OTHER OBSTRUCTIONS REQUIRED TO CONSTRUCT

THE IMPROVEMENT SHALL BE REMOVED PRIOR TO PAVING.

K=

TRAFFIC CONTROL PROCEDURES SHALL CONFORM TO THE MOST RECENT EDITION OF THE MUTCD. THE
CONTRACTOR SHALL OBTAIN APPROVAL FROM THE CITY OF ROCKLIN FOR THE METHOD OF TRAFFIC CONTROL
PRIOR TO STARTING CONSTRUCTION.

5) THE CONTRACTOR WILL BE RESPONSIBLE FOR ANY DAMAGE TO THE STREETS OR SIDEWALKS DURING THE
CONSTRUCTION PHASE. IF THE CITY FINDS A SIGNIFICANT AMOUNT OF STREET DAMAGE, AN OVERLAY OF THE
ENTIRE PROJECT OR STREET IN QUESTION WILL BE REQUIRED TO PAVE BEFORE A NOTICE OF COMPLETION IS
PROCESSED. THE CONTRACTOR IS TOTALLY RESPONSIBLE FOR THE QUALITY OF WORKMANSHIP ON THE
PROJECT.

6

ALL EXISTING PAVEMENT MARKINGS TO BE REMOVED, SHALL BE REMOVED BY GRINDING, AND A SURFACE
TREATMENT MAY BE REQUIRED BY THE CITY.

7) ALL PAVEMENT MARKINGS SHALL BE THERMOPLASTIC AND ARE TO CONFORM TO THE MOST RECENT EDITION OF
THE CALTRANS STANDARD SPECIFICATIONS AND PLANS.

8) THE CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF ALL MONUMENTS AND OTHER SURVEY MARKERS.
9) ALL SURVEY MONUMENTS SHALL BE SET IN ACCORDANCE WITH THE CITY OF ROCKLIN SUBDIVISION ORDINANCE

PRIOR TO FINAL INSPECTION AND ACCEPTANCE OF PUBLIC IMPROVEMENTS. MONUMENT BOXES SHALL BE
"IRONSIDES" 1B-BODY WITH IL-LID MARKED "MONUMENT" OR APPROVED EQUAL.
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EARTHWORK AND GRADING:

DL

BY

1) THE CONTRACTOR SHALL CONTACT THE CITY OF ROCKLIN PUBLIC SERVICES, 48 HOURS PRIOR TO THE
START OF EARTHWORK AND GRADING CONSTRUCTION.

n

GRADING SHALL NOT OCCUR ON THE PROJECT AREA UNTIL ALL EXISTING UTILITIES AND TREES AND
SENSITIVE AREAS TO BE SAVED ARE ADEQUATELY PROTECTED PER SS-2.09 OF THE CITY ROCKLIN
STANDARDS

3) ALL COMPACTION TESTING SHALL BE PERFORMED BY THE CITY OR IT'S DESIGNATED AGENT AND BE
PAID FOR BY THE CITY (OR CONTRACTOR IN CASE OF RETESTING). TESTS WITHIN THE RIGHT-OF-WAY
SHALL BE APPROVED BY THE CITY OF ROCKLIN AND ALL TESTS OUTSIDE THE RIGHT-OF-WAY SHALL BE
CERTIFIED BY THE SOILS ENGINEER FOR THE PROJECT.

4) ALL UNSUITABLE AND SURPLUS MATERIAL SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND

SHALL BE REMOVED FROM THE SITE UNLESS THE ENGINEER SPECIFIES OTHERWISE. UTILITY

TRENCHING TO BE COMPLETED WITH FINAL EARTHWORK.

5) CONTRACTOR SHALL APPLY EROSION CONTROL HYDROSEEDING TO ALL GRADED OR DISTURBED
SOILS WITHIN THE WORK AREA AFTER COMPLETION OF IMPROVEMENTS OR AS SOON AS PRACTICAL

M FISHER
M FISHER

DRAWN
TLEWIS

CHECKED
APPROVED
M FISHER

DESIGN

REVISION

AFTER GRADING TO REDUCE DUST AND EROSION POTENTIAL. STRAW OR HYDROMULCHING SHALL BE
COMBINED WITH THE SEEDING ON SLOPES EQUAL TO OR GREATER THAN 10:1 AND PLACED PRIOR TO
COMPLETION OF PROJECT IF DEEMED NECESSARY FOR CONTROLLING SOIL EROSION. THE

02/13/20] ADDENDUM REVISIONS IN CONFORMED SET

CONTRACTOR SHALL COMPLY WITH THE APPROVED SWPPP.

1

AIR QUALITY, DUST CONTROL, & NOISE

1) PRIOR TO ANY GRADING OR CONSTRUCTION ACTIVITY, A DUST CONTROL PLAN SHALL BE SUBMITTED
FOR APPROVAL BY THE CITY ENGINEER AND THE PLACER COUNTY AIR POLLUTION CONTROL DISTRICT.
THE DUST CONTROL PLAN SHALL SPECIFY MEASURES TO REDUCE DUST POLLUTION DURING ALL
PHASES OF CONSTRUCTION.

2) THE CONTRACTOR SHALL AT ALL TIMES CONFORM TO THE RECOMMENDATIONS FROM THE CITY OF
ROCKLIN ON DUST CONTROL, AND ANY REQUIREMENTS OF PLACER COUNTY AIR POLLUTION CONTROL
DISTRICT. AREAS SURROUNDING THE WORK SHALL BE KEPT CLEAN AND RETURNED TO ORIGINAL
CONDITION UPON COMPLETION OF CONTRACT. GRADING SHALL NOT OCCUR WHEN WIND SPEED
EXCEEDS 10 MPH CONTINUOUSLY FOR MORE THAN 1 HOUR.

3) THOSE ENGAGED IN CONSTRUCTION ACTIVITY SHALL COMPLY WITH THE CITY OF ROCKLIN
CONSTRUCTION NOISE COMPATIBILITY GUIDELINES, INCLUDING RESTRICTING CONSTRUCTION NOISE
GENERATING ACTIVITIES WITHIN OR NEAR RESIDENTIAL AREAS TO BETWEEN 7:00 AM AND 5:00 PM ON
WEEKDAYS AND 8:00 AM AND 4:00 PM ON THE WEEKENDS TO THE SATISFACTION OF THE PUBLIC
SERVICES DIRECTOR OR BUILDING OFFICIAL.

10-8-2019
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MUNICIPAL UTILITY DISTRICT

WATERWORKS
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1322 Blue Oaks Blvd, Suite 300 # Roseville, CA 95678 » 916-780-2888

0,

SOUTH PLACER MUNICIPAL
UTILITY DISTRICT
FOOTHILLS TRUNK SEWER
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